
SECTION

PLAN

D
R
A
W

N
C
H
E
C
K
E
D

R
E
V
IS

IO
N
S

DETAIL NO.

D
E
S
IG

N
E
D

S
C
A
L
E
:

D
A
T
E
 D

R
A
W

N

PAGE

D
A
T
E
 A

P
P
R
O
V
E
D

A
P
P
R
O
V
E
D
 B

Y

D
A
T
E

IN
IT

IA
L

S
T
A
N
D
A
R
D
 S

P
E
C
IF

IC
A
T
IO

N
S

1 OF 1

ST
AN

DA
RD

 D
ET

AI
L

HO
T B

OX
 E

NC
LO

SU
RE

BA
CK

 F
LO

W
 A

SS
EM

BL
Y

NOTES:

REDUCED PRESSURE
BACKFLOW ASSEMBLIES

RPBA's & RDDA's

AutoCAD SHX Text
FROST LINE
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EXISTING GRADE
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E
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AutoCAD SHX Text
FOR FROST DEPTHS EXCEEDING 36", HEAT TRACE TAPE MAY BE UTILIZED AS AN OPTION. SUPPLIED BY THE CONTRACTOR. (ADDITIONAL RECEPTACLE MAY BE REQUIRED)

AutoCAD SHX Text
SELF REGULATING HEAT TRACE TAPE OR WALL MOUNTED HEATER WITH CORD (SHOWN)

AutoCAD SHX Text
CITY OF WENATCHEE ENGINEERING APPROVED "HOT BOX" OR EQUAL
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AS SHOWN
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01/22

AutoCAD SHX Text
AJS

AutoCAD SHX Text
1.

AutoCAD SHX Text
ASSEMBLY SHALL BE MAINTAINED BY OWNER, TESTING IS REQUIRED BY A CERTIFIED BACKFLOW ASSEMBLY TESTER (BAT) AFTER INSTALLATION, THEN ANNUALLY THEREAFTER. A COPY OF THE TEST REPORT SHALL BE SENT TO THE CITY OF WENATCHEE.

AutoCAD SHX Text
2.

AutoCAD SHX Text
WATER MAIN SHALL NOT BE PLACED IN SERVICE UNTIL AFTER REDUCED PRESSURE BACKFLOW ASSEMBLY IS INSPECTED AND APPROVED BY THE CITY OF WENATCHEE.
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3.

AutoCAD SHX Text
RESTRAIN ASSEMBLY WITH, MEGA-LUGS, RESTRAINED JOINT PIPE OR SHACKLE RODS BACK TO WATER MAIN AS REQUIRED.
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4.

AutoCAD SHX Text
SEE CURRENT ADDTION OF AWWA CROSS CONNECTION CONTROL MANUAL FOR ADDITIONAL DETAILS.
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